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(Do not incl ude previous ly li sted resource 
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16 
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buildings 

sites 

structures 

objects 

Tota l 

Number of contributing resources previously li sted in the National Register _n'-"a,_ __ _ 

6. Function or Use 
Historic Functions 
(Enter categori es from instructions .) 
DOMESTIC/single dwe lling _______ _ 
DOM ESTIC/multiple dwelling _______ _ 
COMMERCE/TRADE/spec ialty store 
RELIGION/rei igious faci I ity ________ _ 

Current Functions 
(Enter categori es from instructions.) 
DOM ESTIC/single dwe lling 
DOM ESTIC/multip le dwelling 
COMMERCE/TRADE/specialty store 
RELIGION/religious facility ________ _ 
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7. Desc ription 

Arch itcctu rat Classitica tion 
(Enter categories from instructions .) 
LATE 19111 AND EARLY 201

h CENTURY /\l\IIE RI CAN 
l\11 0 V El\11 ENTS/B u ngalow /Craftsman 
OTHER/Shotgun 
MODERN MOVEMENT/Art Deco ______ _ 
MODER MOVEME T/ todern _______ _ 

Materials: (enter categories from instructions.) 

Harri son County, 
Mississippi 
County and State 

Principal exteri or materials of the property: W-=-o-=-o=-d __________ _ 

Narrative Description 
(Describe the historic and current physical appearance and condition of the property. Describe 
contributing and noncontributing resources if app li cab le. Begin with a summary paragraph that 
briefly describes the general characteristics ofthe property, such as its location, type, sty le, 
method of construction, sett ing, size, and significa nt features . lnd icate whether the property has 
historic integrity .) 

Summary Paragraph 

The Lameuse Street Historic District (LSHD) is within the Central area of Biloxi , as 
described in the Biloxi MRA. Lameuse Street is the spine of this long, narrow, irregularly shaped 
district, which extends northward from the CSX Rai lroad to Elder Street, a block short of the 
Back Bay. The district is crossed by two streets, Division Street, one of Biloxi's east-west traffic 
arte ries, and Bradford Street, a residential byway north of Division Street. Residential buildings 
characteri ze the district, with the exception of a commercial corridor along Division Street and a 
church complex at the intersection of Lameuse and Bradford streets. 
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Introduction: 
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The proposed historic district is significant within the context of the Historic Resources 
of Biloxi MRA (updated) under Criterion C for Architecture. The district includes 120 
resources, I 04 of which are contributing and 16 of which are non-contributing. The period of 
significance is 1880-1965 . 

Description: 

The Lameuse Street Historic District (LSI-I D) is within the Central area of Biloxi , as 
described in the Biloxi MRA. Lameuse Street is the spine ofthis long, narrow, irregularly shaped 
district, which extends northward from the CSX Railroad to Elder Street, a block short of the 
Back Bay. The district is crossed by t\~o streets, Division Street, one of Biloxi ' s east-west traffic 
arteries, and Bradford Street, a residential byway north of Division Street. 

The southern boundary does not abut the railroad, instead following the northern lot lines 
of railroad-adjacent non-historic commercial properties. From the southern boundary to Division 
Street, the district borders include the properties on both sides of Lameuse Street, generally 
following the rear property lines. Between Division and Bradford streets, the district expands one 
block westward to incorporate the properties on both sides of Haise Street; to shift westward, the 
boundary includes properties on the south side of Division Street before turning northward at 
Delauney Street and generally following the rear lot lines of Haise Street's western properties. 
Between Bradford and Elder streets, the district shifts to the east, excluding the west side of 
Lameuse Street, while continuing to include the buildings on the east side, to a point short of 
Elder Street, and then encompassing both sides of the next street to the east, Main Street, up to 
Elder Street. 

The streets in the district generally follow the cardinal directions creating a modified grid 
pattern. The north-south blocks are generally longer than the east-west blocks. Lameuse Street, 
which forms the sp ine of the district, runs north and south with two traffic lanes. The street has 
narrow sidewalks and on-street parking. The other north-south streets are l-Iaise Street, and Main 
Street. Both streets are two-lanes with sidewalks and on-street parking. Division Street is a major 
east-west arterial street. It is mostly two-lane, but there are dedicated left turn lanes with electric 
signals for traffic turning north and south on Lameuse Street. The street has sidewalks without 
on-street parking. However, there are several marked parking spots in front of the Lighthouse 
Apostolic Church at 769 Division Street (lnv. 5, 1940) [Photo 7]. The other east-west streets are 
Brad ford Street and Elder Street. Both are two-lanes with sidewalks and on-street parking. 

Resident ial buildings characterize the district, with the exception of a commercial 
corridor along Division Street and a church complex at the intersection of Lameuse and Bradford 
streets . Few vacant lots punctuate the landscape despite the occurrence of numerous severe 
weather events since development of the neighborhood began. Most of the residences are one-
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story " ith frame construction. Most houses sit close to the street, with small front yards. Lot 
sizes vary, with maller, denser lots on Haise Street, while the lots on Lameuse Street have 
slightly more generous back yards .. The lots throughout the di strict tend to be narrow with little 
space between hou es. Most of the houses do not have garages or carports. Residents park on the 
street or on paved or gravel parking pads in the yards. Most properties lack formal landscaping, 
but there tend to be mall lawns and mature specimens of typical Gulf Coast fl ora are well­
distributed throughout the district. These include live oaks, palmettos, and azaleas. 

A small commercial core is located on Division Street. Businesses include a service 
station and convenience store, a barbershop and a clothing store. 

There are two churches in the district. The Lighthouse Apostolic Church is located at 769 
Division Street (lnv. 5, 1940) [Photo 7] in the Art Deco building which previously housed the 
United Novelty Company. Blessed Francis Xavier Seelos Catholic Church at 360 Lameuse Street 
(Inv. 99, 1959) [Photo 17] occupies the lot historically associated with an earlier Catholic 
church. 

The Gorenflo Elementary School, located on Lameuse Street, played an important role in 
development of the neighborhood. However, the hi storic 1924 school building was demolished 
in 2003-2004 . The new school , constructed in 2004, is located west of the boundary of the 
district. 

The district encompasses 120 resources, I 04 of which are contributing, and 16 of which 
are non-contributing. Building forms in the district include bungalows, center halls, 20111 century 
commercial, L-fronts, Shotgun houses, Creole Cottages, and Biloxi Cottages. Gable Front 
Bungalows are the most common form. Contributing buildings tend to use architectural detailing 
modestly. Many of the architectural styles popular between 1880 and 1965 are present: Folk 
Victorian, Queen Anne, Tudor, Craftsman, Art Deco, Minimal Traditional , Ranch, Neo-Eclectic, 
and Modern. 

Resources are considered contributing ifthey were built during the Period of 
Significance, relate to the architectural significance of the district, and retain sufficient elements 
of integrity to illustrate a form or style that locally popular during the Period ofSignificance. 
Resources are considered noncontributing if bu i It outside the Period of Significance, or due to 
alterations, disturbances, additions, or other changes they it no longer possesses hi storic integrity. 

The overall integrity of the district is high. There are some vacant lots and all fourteen 
noncontributing resources were built after the Period of Significance. The most common changes 
to hi storic buildings are introduction of non-historic siding and window and door replacements. 

There are no previously I is ted resources in the Lame use Street Historic District. 
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C=Contributing Element; NC=Non-Contributing Element; PL=Previously Listed Element 

Bradford Street 
I. (NC) 724 Bradford Street 2006-2009 Post-Katrina Coas tal 

Blessed Francis Xavier See los Parish Rectory 
Two-story, four-bay-wide (w-d-ww-w) hip roof Post-Katrina Coastal house with a full-width hip roof porch 
supported by square posts and spindled balustrade . Bay 2 is a leaded-gl ass over 2-panel door. Bay 4 is a hip roof 
wing. Windows are 6/6 viny l double-hung-sash with faux muntins, s ingle and paired . The house has a continuous 
concrete foundation, Hardy Plank siding, and an architectural as phalt shingle roof. A two-story shed-roof garage 
projects from the right (east). 

Division Street 

2. (C) 751 Division Street 1964 Mid-201
h Century Commercial 

Corner Station and Food to Go 
One-story, concrete block, two-bay-wide (dww-wwwdwww) fl at roof mid twenti eth century commercial building 
with a part ial-width flat roofed port-cochere supported by two metal co lumns. Doo rs are !-light plate g lass in 
al uminum frames. Windows are 1-light fixed aluminum sash . Doors and wi ndows incorporate ironwo rk securi ty 
grills . The building has a concrete slab fou ndation, brick veneer cladd ing on the main fac;ade with exposed concrete 
block on the other sides, and an asphalt shingle roof. 

3. (C) 758 Division Street 1910-1920 C raftsman Biloxi Cottage 
One-story, frame, three-bay-w ide (w-d-w) Craftsman gable-front Bi loxi Cottage with a full -width hip roofed porch 
supported by tapered co lumns. Bay 2 is a S-l igh t fanlight over 4-panel door offset right (east) . Wi ndows are Ill 
vi nyl double-hung-sash and 6/6 aluminum d-h-s with faux muntins. The bu ilding has a pier fou ndation, Hardy Pl ank 
siding on the main fac;ade within the porch and clapboard siding in the mai n fac;ade gab le and on the sides (east and 
west) and rear (north ), and a corrugated metal roof wi th exposed rafters and decorati ve brackets . 

4. (C) 764 Division Street 1958/c. 1975 Mid-20th Century Commerci:tl 
Stephanie's Fashion & Beyond 

One-story, four-bay -wide (w-d-d-w) shed- roofed mid-twenti eth century commercial building wi th a full- width faux 
Mansard awning. Bays 2 and 3 are single panel replacement doors wi th metal security gri ll s. Windows were boarded 
when surveyed. The building has a concrete slab foundati on, and brick veneer and concrete block cladding. 

5. (C) 769 Division S treet 1940 At·t Deco 
United Nove lty Company/Lighthouse Apostolic Church 

Two-sto ry, concrete block, three-bay-wide Art Deco commercial building converted to a church with a fl at roof 
semi-circular awning above a partia ll y- inset en try porch. Doors are so lid, with I small li ght. Windows are multi­
li ght glass block, Ill and 6/6 alumi nu m d-h-s wi th faux muntins (many with wood overlays resembling round 
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arches), and G-light wood pi\'Ot-sash. features include Outed pilas ters, curved corners, dentils, a stepped fr ieze, and 
a stepped parapet center bay, visib le within the gable roo f. The building has a concrete slab foundati on, stucco 
cladding, and an asp halt shingle roof. [Photo 7] 

liaise Street 

6. (C) 306 Haise Street 19-tO Vernacular Bungalow 
One-story, frame, three-bay-wide (w-d-ww) vernacular gable-front Bungalow with a full-width gable roof porch 
supported by Dori c columns. Bay 2 is a fanlight over four-panel repl ace ment door. Windows are 6/6 aluminum 
double-hung-sash with faux muntins, and a 20-l ight fixed aluminum sash picture window, both with faux shutters. 
The house has a pier foundation; brick veneer and vinyl cladding; and a pressed metal roof with wide boxed eaves . 

7. (C) 307 Haise Street 1948 Tudor Revival 

One-story, frame , three-bay-wide (w-www-wdw) side-gable Tudor Revival house. Bay I advances forming a gable­
front ell; a shed porch, incorporating decorative ironwork, fills the re-entrant angle. Primary entry is in the re-entry 
wall of Bay I . Bay 3 is a shed roof addition that wraps around the house ' s right rear (northwest) corner. Windows 
are 6/6 aluminum double-hung-sash with faux muntins and 8-light fixed aluminum sash. The house has a concrete 
slab foundation , brick veneer cladding, and an asphalt shingle roof with wide eaves and board-and-batten in the 
gable end. 

8. (C) 308 Haise Street 1945 Craftsman Bungalow 
One-story, frame, two-bay-wide (d-ww) Craftsman Vernacular gable-front Bungalow with a full-width gable roof 
porch suppo11ed by decorative ironwork posts with brackets and spanned by a decorative ironwork balustrade. Bay I 
is a replacement 9-light over 2-panel door with 3/1 wood double-hung-sash sidelights. Windows are paired 3/1 wood 
d-h-s and !-light casement. The house has a brick pier foundation , clapboard and faux fieldstone siding, and an 
architectural asphalt shingle roof with exposed rafters . A gable roof addition is on the rear (east). 

9. (NC) 311 Haise Street 1990 Nco-Eclectic 
Two-story, frame , two-bay-wide (d-cutaway bay) gable-front Nco-Eclectic house with a partial -width inset porch 
supported by a turned post. Bay I is a 1-oval-leaded-light door with !-light sidelights. Bay 2 is a projecting cutaway 
bay . Windows are 2-light aluminum fixed sash. The house has a concrete block pier foundation, Hardy Plank siding, 
and a pressed metal roof. [Photo 9] 

I 0. (C) 314 Haise Street 1945 Vernacular Bungalow 
1.5-story, frame, three-bay-wide (w-d-ww) vernacular side-gable Bungalow with a shed-roof full-width porch 
incorporating a metal awning and supported by square posts. Windows are 9/6 and 6/6 aluminum double-hung-sash 
with faux muntins and shutters . The house has a brick pier foundation, clapboard siding, and a pressed metal roof 
with wide eaves. A shed-roof addition on the left (north), a gab le-roof add ition on the rear (east), and a gable-roof 
add iti on on the right (so uth) elevations were added after 1952. 

II. (C) 315 Haise Street 1925-1936 Minimal Traditional 
One-story, frame, three-bay-wide (ww-d-ww) side-gable Minimal Traditional house. The left bay advances forming 
a gable-front ell ; a shed porch, supported by decorative metal columns with scro lled metal brackets, fills there­
entrant angle. Bay 2 is a 6-panel replacement door. Windows are paired 6/6 aluminum double-hung-sash with fa ux 
mtmtins and shutters, lx I aluminum sliding sash, and multi-light louvered aluminum sash. The house has a 
continuous concrete foundation, asbestos siding, and a 3-tab aspha lt shingle roof. A gable-roo fed addition is on the 
rear (west) . 

12. (C) 317 liaise S treet 1925-1935 Shotgun 
One-sto1y , frame , two-bay-wide (w-wd) hip roo f vc rn:~cul a r Shotgun house with an inset full-width porch supported 
by decorative metal co lumns on brick pedestals. l3ay I is a shed roof add ition. Windows are I I I aluminum double-
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hung-sash. The house has a brick pier foundation, vinyl siding, and a corrugated metal roo f with boxed eaves . A 
shed-roof addition ex tends the full kngth of the left (south ) ide . 

13. (C) 319HaiscStrect 1930 VcrnacularBungalow 
One-story , frame , three-bay-wide (w-w-d) vernacular gable- front Bungalow with a partial-width gable porch 
supported by decorati ve iron columns. Bay 3 had no door whe n surveyed; the house was undergoing renovation. 
Windows are 3/ I vinyl double-hung-sash with fa ux muntins and 1-1 ight al uminum-sash awn ing. Decorative fea tures 
include a bracket in the gable end, gable-end waffle vents, and brick skirting on the main fa~ade . The house has a 
concrete block pier fo undati on, clapboard siding, an d an asphalt sh ingle roof with boxed rafters. 

l·t (C) 320 Haisc Street 1915-1925 Craftsman Bungalow 
One-story , frame , two-bay-wide (d-ww), Craftsman gab le-front Bungalow with a partial-width gable porch 
supported by tapered co lumns on stuccoed pedestals. Bay 2 is a door with one large light in th e upper hal f. Windows 
are paired 6/6 al uminum double-hung-sash wi th fa ux muntins. The house has a pier foundation, Hardy Plank and 
stucco cladding, and an architectural asp halt shingle roof with wide boxed eaves . 

15. (C) 321 Haise Street 1935 Craftsman Bungalow 
One-story, frame, two-bay-wide (ww-d) Craftsman gable-front Bungalow with a full->vidth shed-and-gable porch 
supported by square posts on stuccoed pedestals. Bay 2 is a leaded-glass door fl anked by leaded-gl ass side lights . 
Windows are 616 aluminum double-hung-sash with faux muntins. The house has a continuous concrete foundation, 
Hardy Plank siding, and a 3-tab asp halt shingle roof with wide boxed eaves and waffle vents in the gables. A gable 
roof addit ion extends from the rear (west) elevation. 

16. (C) 322 Haise Street 1936 Craftsman Bungalow 
One-story, frame , two-bay-wide (d-ww) Craftsman gable-front Bungalow with a full-width gable-an d-shed-roof 
porch supported by tapered posts on stuccoed pedestals. Bay I is a 6-panel replacement door flanked by Ill wood 
double-hung-sash sidelights . Windows are paired Ill aluminum double-hung-sash. A stuccoed box chimney rises 
from th e left (north ) roof slope. The house has a brick pier foundation, clapboard siding, and a 3-tab asphalt shingle 
roof with exposed rafters and decorative rafters and beams. An inset full-width porch spans the rear (east) elevation. 

17. (NC) 324 Haise Street 2004 Ranch 
One-story, three-bay-wide (ww-d-w) hip roof Ranch house with a partial-width hip-roof porch supported by square 
posts. Bay 2 is a 6-pane l door. Wi ndows are 6/6 al uminum double-hung-sash wi th faux muntins and shu tters. The 
house has a concrete slab foundation , brick veneer cladding, and a 3-tab asphalt shingle roof. 

18. (C) 325 Haise Street 1934 Craftsman Bungalow 
One-story, frame, two-bay-wide (ww-ww) Craftsman Vernacul ar gable-front Bungalow with a partially enclosed 
full-width inset porch supported by a sq uare wood post spann ed with an enclosed balustrade. Bay 2 is the enclosed 
porch secti on, with main entry, a 9-light over 2-panel door, in the re-entrant elevation. Windows are paired 6/6 
aluminum double-hung-sash with faux muntins. The house has a brick pier foundation , clapboard siding, and a 
pressed metal roof wi th exposed rafters. A full-width porch on the rear (west) is enclosed . 

19. (C) 327 l-Iaise Street 1935 Minimal Traditional 
One-story, frame, three-bay-wide Mini mal Tradi ti onal side-gab le house wit h a gable roof entry porch supported by 
decorative ironwork co lumns . Bay I is an in filled inset porch. Bay 2 entry is a 6-panel door. Wi ndows are Il l 
aluminum doubl e-hung-sash . The house has a brick pier found ation , Ha rdy Plank siding, and an architectural aspha lt 
shingle roo f. A gable-roof ell and a shed-roof addition are on the rear (west) elevation. 
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20. (C) 328 liaise Street 1928 Craftsman Bungalow 
One-story, frame, two-bay-wide (wdw-ww) Crafl sman Ve rn acul ar Gable-Front Bungalow with a full-width gable 
roof porch supported by square posts spanned by a turned balustrade. Bay I entry is a 6-panel repl acement door. 
Windows are -l/4 and 6/6 aluminum double-hung-sash with fa ux muntins. The house has a brick pier foundati on, 
clapboard siding, and a corrugated metal roof with exposed ra ft ers. A gable ell projects from the left (south) side , 
and a full-width gable roo f addition is on the rear (east) elevati on. 

21. (NC) 330 Haisc St reel 2006 h:atrina Co ttage 
One-story, one-bay-wide (dw ) gable-front Katrina Cottage with a full-width inset porch supported by Tuscan posts 
spanned by a picketed balustrade . Primary entry is a modern 6-panel door. Windows are 2/2 vinyl double-hung-sash 
with faux muntins. The house is elevated on a concrete block pier foundation , Hardi Plank siding, and a pressed 
metal roof with a pent gable end . [Photo I 0) 

22. (C) 331 liaise Street 1935 Craftsman Bungalow 
One-story , frame, two-bay-wide (ww-d) Craftsman Vernacular gable-front Bungalow with a full -width gable-and­
shed porch supported by decorative ironwork posts on brick pedestals spanned by a decorative ironwork balustrade. 
Bay 2 is a modern 6-panel door tlanked by 2/2 alu minum double-hung-sash sidel ights. Windows are paired 2/2 
aluminum double-hung-sash. The house has a brick pier foundati on, aluminum siding, and an asphalt shingle roof. A 
gable-roof ell projects from the left (south) elevation. A full -width inset porch on the rear (west) is enclosed. 

23. (C) 332 Haise Street 1925-1935 Craftsman Bungalow 
One-story , frame, three-bay-wide (w-d-w) Craftsman Vernacu lar gable-front Bungalow wi th a partial-width , gable 
roof porch supported by square posts spanned by a picketed balustrade. Bay 2 is a leaded-glass over two-pane l 
replacement door. Windows are 6/6 aluminum doub le-hung-sash with faux muntins. The house has vinyl siding and 
a pressed metal roof with decorative sawtooth beams and enclosed rafters. A fu ll-width gable roof addition extends 
from the rear (east) elevation . 

24. (C) 335 Haise Street 1948-1952 Ranch 
One-story, frame , four-bay-wide (wwv•w-d-w-w) hip roof Ranch house with an enclosed partial-width inset porch 
supported by decorative meta l columns spanned by a decorative metal ba lustrade. Bay 3 is a hip roof ell. Windows 
are Jalousie and Ill alumi num double-hung-sash with faux muntins and shutters. The house has a pier foundation , 
faux stone and brick veneer cladding, and a 3-tab asphalt shingle roof with wide eaves. [Photo II] 

25. (C) 336 l-Iaise Street 1935 Craftsman Bungalow 
One-story , frame , two-bay-wide (d-ww) Cral1sman gable-front Bungalow with an inset full-width porch supported 
by tapered pediments on stuccoed pedestals . Bay 2 is a 6-panel replacement door with a !-light transom and 4-light 
over !-pane l sidelights . Windows are paired 9/1 wood doub le-hung-sash. The house has a brick pier foundation, 
asbestos siding, and a corrugated metal roof with exposed rafters . A hip roof ell addition projects from the left 
(north) side, and a shed roof addition spans the rear (east) side. 

26. (C) 337 l-I aise St reet 1935 Vernacular Bun ga low 
One-story, frame, two-bay-wide (ww-d) vernacular gable-front Bungalow. Bay 2 is an enclosed partial-width gable­
front porch with the primary entry , a 6-panel rep lacement door. Windows are pai red 2/2 aluminum double-hung­
sash. Decorative features include a brick skirt on the main fac;:ade, decorative beams, and exposed rafters. The house 
has a concrete block pier foundati on, vinyl siding, and a 3-tab asphalt shingle roo f. A partial-width gable-roof 
addition is on the rear (west) elevati on. 

27. (C) 338 l-Iaise Street 1930 Craftsman Bun ga low 
One-story, frame, two-bay-wide (d-ww) Craft sman Vernac ul ar ga ble-front Bungalow with a full-width gable-and­
shed porch supported by tapered co lumns on stuccoed pedestals. Bay I is a fanligh t over 4-panel replacement door 
nanked by s idelights with shutters over th em. Windows are paired s ing le-light lixed-v iny l-sash . The house has a 
brick pier foundati on, clapboard siding, and a corrugat ed metal roo f with decorati ve beams and exposed rafters. 

Sec tion 8 page I 0 



United States Department of the Interior 
National Park Service I National Register of Historic Places Registra tion Form 
NPS Form 10-900 OMS No. 1024-0018 

Lameuse Street Historic District 

Name of Property 

28. (NC) 339 l-Iaise Street 1992 1 eo-Eclectic 

Harrison County, 
Mississippi 
County and State 

One-story , four-bay-wide (ww-d-w-w) ga ble-fro nt eo-Eclectic house with an inset entry porch. Bays 3 and 4 
advance to fo rm a gable-front wing. Bay 2 is a door with an ova l leaded glass . Wi ndows are paired and single ~/4 

and 6/6 vi nyl double-hung-sash with faux munt ins and shutters. Decorati ve fea tures include wide eaves , clapboard 
sid ing in the gable ends, and gabl e pents. The house has a concrete slab fo undation, brick veneer cladding, and an 
arc hitectu ra l asphalt shingle roof. 

29. (C) 3~0 liaise Street 19~5 Craftsman Bungalow 
One-stOiy , frame, two-bay-wide (d- ww), Crafts man Vernacul ar gable-front Bunga low spanned by a full-width gable 
roof porch with a metal awning, supported by square posts. Bay I is a fanlight over 4-panel replacement door wi th 
2-light over 3-panel sideli ghts. Windows are paired 4/ 1 wood double-hung-sash. The house has a concrete block pier 
foundati on, nove lty siding, and a co rrugated metal roof with exposed ra fters. 

30. (C) 3~2 l-Iaise Street 1915-1925 Vernacular Bungalow 
One-story, frame, two-bay-wide (w-dw) vernacul ar gable-front Bungalow with an inset pa1iial-width porch 
supported by a wood post. Bay 2 entry is a fa nlight over 4-panel replacement door. Windows are Ill vinyl double­
hung-sash. The house has a brick pier foundation , vinyl siding, and an asphalt shingle roof with wide boxed eaves. 
What appears to be a full-width gable roo f addition on the rear (east) is an enclosed porch. 

31. (C) 343 l-Iaise Street c. 1931 Craftsman Bungalow 
1.5-story, frame, three-bay-wide (ww-www-d) Craftsman gable-front Bungalow with an inset partial-width porch 
supported by decorative ironwork columns. Bay I is a front-gable ell. Bay 3 is a IS-light replacement door. 
Windows are 4-light wood casement, in pairs and ribbons of three, and 2/2 wood double-hung-sash. Distinctive 
fea tures include decorative beams , exposed rafters, and an arched-lintel casement window in the gable end. The 
ho use has a brick pier foundation , clapboard siding, and an asbestos shingle roof. A shed roof cutaway bay is on the 
right (north) side. 

32. (C) 346 l-Iaise Street c. 1915-1925 Craftsman Bungalow 
Shelton Apartments 

Two-story, frame, four-bay-wide (w-w-d-w) side gable Craftsman Vernacular side-gable Bunga low remodeled into 
an apartment building with a partially-enclosed parti al-width gable porch supported by tapered columns on brick 
pedestals. Bay 3 is a 9-l ight over 2-panel repl acement door. Windows are 4/4 and 6/6 wood double-hung-sash and 
616 aluminum d-h-s . The building has a brick pier foundation, vinyl siding, and a 3-tab asphalt shingle roof. A 
second st01y was added between 1925 and 1948. 

33. (NC) 347 l-Iaise Street 1980-1990 No Style 
Two-story, three-bay-w ide (ww-d-w) dwelling wi th a multi-gable-and-shed roof. Bay 2 is a !-light over 2-panel 
door. Windows are Ill vinyl double-hung-sash. The house has a concrete block pier fo undati on, Hardy Plank and 
bri ck veneer siding, and an asphalt shingle roof with a brick chimney . 

Lamcuse Street 

34. (C) 208 Lameusc Stt-eet 1937 Craftsman Bungalow 
2.5-story, frame, three-bay-wide (ww-d-www) raised Craftsman side-gable Bunga low elevated on a closed bri ck ­
clad basement. It has a full-width gable porch supported by paired tapered co lumns on bri ck pedestals and a picketed 
ba lustrade . Bay 2 is a 9-light Craft sman doo r fl anked by 6-light sideli ghts, crowned by a fa nlight. Wi ndows are 411 
wood double-hung-sash; singly, paired, and in ri bbons of three. The house has a concrete slab fo undati on, clapboa rd 
cladd ing, and an asphalt shingle roof with exposed raft ers and decorati ve beams. 

JS. (C) 210 Lamcnsc Street 1925-1935 C raftsman Bungalow 
One-stOiy , frame, two-bay-wide (d-ww) Crafls man gable-front Bungalow with a gab le-partial porch supported by 
tape red co lumns on brick pedestals. The modern door is fl anked by 211 wood doub le-hung-sash sidelights. Wi ndows 
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are paired 4/l wood d-h-s. The house has a br ick pi er foundati on. clapboet rd siding, Jnd a pressed metal roo f with 
ex posed rafte rs. A gable-roo fed ell addition is on th e right (south) side, and a full-wi dth gable porch on the rear 
(east) is enclosed. 

36. (C) 217 Lameuse Street 1915-1925 Creole Cottage 
P. W. Brielmaier House 

1.5-story, frame, four-bay-wide (w-d-d-w) side-gable Creo le Cottage with an inset, full-wi dth porch suppo11ed by 
tapered columns on tapered stuccoed pedestals. Bays 2 and 3 are 9-light over wood panels doors. Windows are 
paired 6/6 alum inum double-hung-sash with faux muntins. The house has a brick pier foundati on, clapboard siding, 
and a pressed metal roo f wi th decorati ve beams and exposed rafters. 

37. (C) 220 Lameuse Street 191~-1925 Craftsman Bungalow 
One-story , frame, four-bay-wide (w-d-d-w) Craft sman Vernac ul ar side-gable Bungalow with a gable-partial porch 
supported by square posts on stuccoed pedestals. Bays 2 and 3 are modern doors with enclosed transoms. Windows 
are 4/1 wood double-hung-sash. The house has a pier foundati on, vinyl siding, and an asphalt shingle roo f with 
decorative beams, knee braces, and exposed rafters. A gable-roo fed ell addition extends from the right (south) 
elevati on, and a shed-roo f addition is on the rear (east). 

38. (C) 223 Lameuse Street 1915-1925 Craftsman Bungalow 
One-story , frame, three-bay-wide (wd-wdw-ww) Craftsman Hipped Roof Bungalow with a gable-partial porch 
supported by squat tapered co lumns on brick pedestals. All doors and windows were boarded at the time of survey . 
The door at Bay 2 is nanked by sidelights . Windows are single and paired. The house has a brick pier foundation, 
clapboard siding, and an asphalt shingle roof with decorative beams and exposed rafters. A full-width shed-roofed 
addition is on the rear (west) elevation . 

39. (C) 225 Lameuse Street 1930 Craftsman Shotgun 
1.5-story, frame, two-bay-wide (d-ww) Craftsman side-gable shotgun house with a full-width broken slope porch 
supported by paired tapered columns on brick pedestals . Bay I is a 15-light door. Windows are pai red 4/1 and 3/ 1 
wood double-hung-sash . Craftsman features include decorative beams, exposed rafters , and a gabled dormer. The 
house has a brick pier foundati on, clapboard siding, and an asphalt shingle roof. A full-width shed-roo fed addition 
spans the rear (west) elevation. [Photo I] 

~0. (C) 226 Lameuse Street 1914-1925 Craftsman Bungalow 
One-story, frame, fo ur-bay-wide (w-d-d-w) hip roofed Craftsm an Hip-roof Bungalow with a full-width shed-roof 
porch supported by paired columns on pedestals, incorporating a decorative gable over Bays 2 and 3. Doors are 
modern with a !-light transom. Windows are 9/6 aluminum double-hung-sash with fa ux muntins . The house has a 
brick pier foundation, asbestos shingle siding, and an asphalt shingle roof with exposed rafters and a shed dormer 
vent . A parti al-width shed-roof addition extends from the rear (east). 

41. (C) 227 Lameuse Street 1895-190~ Vernacular Center Hall 
One-story, frame, three-bay-w ide (w-d-w) vernac ul ar side gable center hall house with an inset full-width porch 
supported by decorati ve ironwo rk co lumns and spanned by a decorative ironwork balustrade. Bay 2 is a modern 
doo r. Windows are 2/2 aluminum double-hung-sash. The house has a concrete block pier fo undati on, vinyl siding, 
and an asphalt shingle roof. A gabl e roof ell addit ion extends from the rear (west). 

~2. (C) 230 Lameuse Street 1965 Ranch 
One-story, fra me, fo ur-bay -wide (ww-d-w-wall ) hip roof Ranch house with a hip roo f partial-width porch supported 
by square posts. Bay 2 is a modern door. Windows arc 2/2 alum inum double-hung-sash, some with fa ux shutters. 
The house has a concrete block pier foun dation, aluminum siding, and an asphalt shingle roo f with wide eaves. 
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-B. (C) 231 Lameuse Stn·et 190-t-1909 Shotgun 

Harrison County, 
Mississippi 
County and State 

One- tory , frame, two-bay-wide (d-w) vernacular hip roof shotgun house with an inset fu ll-width porch supported 
by sq uare posts. Bay I i a 4-light-over-3-pancl door wi th a 2-ligh t transom. Windows are 6/6 and 2/4 wood double­
hung-sash. The house has a brick pier foundati on, novelty siding, and a pressed metal roof. 

-t-t. (NC} 232 Lameuse Street 2009 Katrina Cottage 
One-story, one-bay-wide (wwd) hip roof Katrina Cottage with an inset fu ll-width porch supported by square Tuscan 
posts and spanned by a picketed balustrade. The door has two panels. Windows are 2/2 aluminum double-hung-sash 
wi th faux muntins . The house has a wood-post-in-concrete foundation, Hardy Plank sid ing, and a pressed metal 
roof. 

-tS. (C) 233 Lameuse Street 1904-1909 Shotgun 
One-story, frame , two-bay-wide (d-w) vernac ul ar hip roof shotgun house wi th an inset full-width porch supported 
by decorat ive iron columns. Bay I is a modern 6-panel door. Windows are 6/6 aluminum double-hung-sash with 
faux muntins. The house has a concrete block pier fo undation; composite wood sid ing with brick sk irting on the 
main fa~ade; and a pressed metal roof. A fu ll-width shed-roof addition extends fro m the rear (west). 

-t6. (C) 23-t Lameuse Street 1904 Queen Anne L-front 
Two-story, frame, three-bay-wide (cutaway bay-d-ww) Queen Anne wi th an intersecting gab le roof and a hip partial 
double-gall ery supported by square co lumns and enc losed on the second floor . Windows are Ill wood double-hung­
sash with faux terracotta awni ngs, and paired six-light casement within the enclosed porch . Decorative features 
include a box chimney on the ridge, pented gables, wide eaves, a denticulated cornice, and pressed tin in the gables. 
The house has a concrete slab foundation, stucco cladding, and an architectural asphalt shingle roof. 

47. (C) 235 Lameuse Street 1924 Craftsman Bungalow 
One-story, frame , two-bay-wide (wdw-ww) Craftsman gab le-front Bungalow with a full-width flat-roof porch 
supported by tapered columns. Bay 1 is a multi-light door flanked by 4/1 wood double-hung-sash windows. Other 
windows are 9/l wood double-hung-sash in singles, pairs, and ribbons of three. The house has a brick pier 
founda ti on, clapboard siding, and an aspha lt shingle roof with decorative beams and exposed rafters. 

48. (C) 238 Lameuse Street 1901 Vernacular L-front 
One-st01y, frame , two-bay-wide (ww-d) vernacular L-front house. The left bay advances, formi ng a sha llow gab le­
front wing; a hip roof porch with exposed rafters supported by a tapered column on a stuccoed pedestal fi ll s the right 
front re-entrant angle. Bay 2 is a door flanked by side li ghts and a transom. Windows are paired 2/2 wood double­
hung-sash with metal awnings. The house has a pier foundation , asbestos siding, and a 3-tab asphalt shingle roof. 

49. (C) 239 Lameuse Street 1900-1909 Vernacular 
One-story. frame, three-bay-wide (ww-d-w) vernacular gable-front house wi th a fu ll-width hip roof porch supported 
by decorative metal columns. Bay 2 is a single panel door. What appears to be a false gable spans Bays 1 and 2. This 
is the original roof line. Bay 3 and the current roof are additions. Windows are 6/6 aluminum double-hung-sash with 
faux muntins. The house has a brick pier foundation , was in the midst of recladding when surveyed , and has an 
asphalt shingle roof with decorative sawtooth shingles in the gab le end . 

50. (C) 241 Lameuse Street 1915-1925 C raftsman Bunga low 
One-story, frame, two-bay-wide (wdw-wdw) Craftsman gable-front Bungalow with a full-width gable porch 
supported by squat tapered co lumns on stuccoed pedestals . Each bay is a door with 6/ I wood double-hung-sash 
ide I ights and spanned by 5-light transoms. Windows are paired I Oil and single 6/ 1 wood d-h -s. The house has a 

brick pier founda tion , nove lty siding, and a 3-tab asp halt shingle roof with exposed rafte rs (covered with fascia ). A 
stuccoed chimney base extends up the left (south) side of the house. Gable and shed roof add itions span the rear 
(west). 
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51. (C) 2-U Lamcuse Street 1915-1925 Craftsman Bungalow 
One-story, frame , four-bay-wide (w-d-w-w) Craftsman gable-front Bunga low wi th a fu ll-width gab le roof porch 
supported by tapered co lumns on stu ccoed pedestals. Windows are paired 6/6 vinyl doub le-hung-sash wi th faux 
munt ins. Disti nctive feat ures inc lude wide eaves, exposed ratters, and asbestos shingles in the gable end . The house 
has a concrete block pie r foundati on, compos ite wood sidi ng, and a 3-tab asphalt shingle roof. A shed roofed 
add ition spans the rear (eas t) elevation. 

52. (C) 2.t5 Lameuse Street 1924 Craftsman Bunga low 
One-story, frame, two-bay -wide (wdw-wdw) Craftsman Bunga low wi th a crucifo rm gab le roof and a fu ll-width 
gable-and-shed porch suppor1ed by tapered columns on brick pedestals. Bay I is a 6-light Craftsman door fl anked by 
Craft sman 6/1 wood double-hung-sash windows. Bay 2 is a 6-l ight Craftsman door fl anked by 8/1 wood d-h- s 
windows. are 6/ 1 wood d-h-s in si ngles, pa irs, and ri bbons of th ree . The house has a brick pier fo undati on, clap board 
siding, and a 3-tab asp halt shi ngle roof with ex posed rafters and decorative beams. A shed roof addition is on the 
rear (west). 

53. (C) 246 Lameuse Street 1915-1925 Biloxi Cottage 
One-story , frame, fo ur-bay-wide (w-d-d -w) Bilox i Cottage with a full -width gable-roof porch supported by tapered 
columns on stuccoed pedestals with a decorati ve ironwork balustrade and a metal awning. Bay 2 doo r is not clearly 
visibl e. Bay 3 is a 9-l ight Craftsman door. Both doors have transoms. Windows are 6/1 and 12/1 wood double-hung­
sash, singly and in pairs. The house has a brick pier foundation, nove lty siding, and a corrugated metal roof with 
exposed raft ers. A full-width gable-roof addition spans the rear (east). 

54. (C) 248 Lameuse Street 1915-1925 Vernacular Bungalow 
One-story , frame, three-bay-wide (ww-dw-ww) vernacular gable-front Bungalow with a parti al-width gable porch 
supported by tapered co lumns on stuccoed pedestals spanned by an enclosed balustrade and a metal awning. 
Windows are 4/4 and 6/6 aluminum double-hung-sash with fa ux muntins. Windows on the main fa~ade have 
tri angu lar pediments . The house has a pier foundati on, stuccoed walls, and a co rrugated metal roof wi th boxed 
eaves. A shed roof add ition spans the rear (east) elevati on. 

55. (C) 250 Lameuse Street 1909-1914 Craftsman Bungalow 
One-story, concrete block, two-bay-wide (ww-dw) Craft sman Vernacular gable-on-hip Bungalow. The left bay 
advances formi ng a gable-front ell ; a hip roof porch, supported by a brick column , fill s the re-entrant angle. Doors 
are in Bay 2 and the re-entrant angle of Bay I: both 2-lights over 2-panels with 2-light transoms. Windows are 4/4 
wood double-hung-sash. Decorati ve features include concrete block quoi ns, a water table, and eyebrow gable vents. 
The house has a pier fo undat ion and a corrugated metal roof with exposed ratters. A shed-roof addition spans the 
rear (east). 

56. (C) 251 Lameuse Street 1938-1948 Minimal Traditional 
One-story , frame, three-bay-wide (w-d-w) Mini mal Traditional house with a side gable roo f. The house plan is 
composed of a central block fl anked by recessed gable-roo f wi ngs. Doors and windows were boarded at the time of 
survey. A ped imented hood projects over the ent ry . Wi ndows incorporate fa ux shutters. The house has a pier 
fo undation, bri ck cladd ing, and an architectural asphalt shingle roof wi th ga ble returns. A gable-roof addit ion 
projects from the rear (west) of the right (north) wing. 

57. (NC) 255 Lameuse Street 2007 Post-Katrina Coastal 
1.5-story, five-bay -wide (w-w-d-w-w) Post- Katrina Coastal side-gable house wi th a full-width shed roo f porch 
sup ported by Tuscan colu mns spanned by a picketed balustrade. Bay 3 is a door with an ova l leaded glass . Windows 
are !-l ight fixed-vin yl-sash and G/6 vi nyl double-hung-sash wi th fa ux munt ins. Protective ironwork elements wit h 
deco rative ll ourishes are incorporated in the mai n fac;:rtde doo r and windows. The house has a conti nuous concrete 
foundation, Hardy Plrtnk sid ing, and an architectu ral as phalt shingle roo f. 
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58. (~C) 256 Lameu e Street 1972 Ranch 

Harrison County, 
Mississippi 
County and State 

One-story, frame, four-bay-wide (addition-w-d-www) hip roof Ranch house. Wi ndows are 6/6 vinyl double-hung­
sash with faux muntin s, si ngly and in ribbons of three . The house has a concrete slab foundation, bri ck veneer walls, 
and an architectural as phalt shingle roof wi th wide eaves . [Photo 3) 

59. (NC) 258 Lameuse Street 1972 Ranch 
One-story , frame, six-bay-wide (ww-d-ww-ww-d-ww) hip roof Ranch house. Windows are single and paired 1/ I 
vinyl double-hung-sash . The house has a concrete slab foundation, brick cladding, and a 3-tab asphalt shi ngle roof 
with wide eaves. [Photo 3] 

60. (C) 259 Larneuse Street 1954 Ranch 
One-story, frame , four-bay-wide (ww-dw- ww-carport) hip roo f Ranch house with an inset partial porch. Bay 2 has 
an ova l-leaded-glass over 2-panel door. Windows are 1/ 1 aluminum d-h-s ; singly, in pairs, and in ribbons of three . 
Decorative ironwork co lumns support the carport. The house has a concrete slab fou ndation, brick veneer walls, and 
a 3-tab asphalt shingle roof with wide eaves. 

61. (C) 262 Lameuse Street 1938-19-tS Craftsman Bungalow 
One-story, frame, Craftsman Vernacular gable-front Bungalow with a full-width gable roof porch supported by 
tapered columns on brick pedestals. Windows are 3/ I wood double-hung-sash and Ill aluminum d-h-s, single and in 
pairs . The house has a pier foundation , vinyl siding, and an asphalt shingle roof with boxed eaves. A full-width 
gable roof addition extends from the rear (east) elevation. 

62. (C) 263 Lameuse Street 1914-1925 Craftsman Bungalow 
One-story, frame, two-bay-wide (ww-wdw) Craftsman gable-front Bungalow with a partial-width gable porch 
supported by tapered co lumns on brick pedestals . Bay 2 has a fanlight ove r 4-panel replacement door and 4/4 
aluminum double-hung-sash sidelights with faux muntins; set in brick in fill. Windows are pai red 6/6 aluminum 
double-hung-sash with faux muntins. The house has a brick pier foundation , asbestos siding, and an asphalt shingle 
roof with exposed rafters and decorative beams. A hip roof addition spans the rear (west) elevation. 

63. (C) 266 Lameuse Street 1950 Vernacular Bungalow 
One-story, frame, three-bay-wide (www-d-ww) vernacular gable front Bungalow. The left bay advances forming a 
sha llow gable- fro nt ell; a flat roof porch, supported by plain wood posts spanned by a picketed balustrade, fills the 
ri ght front re-entrant angle. Bay 2 is a IS-light over one-panel door. Windows are paired Ill aluminum double­
hung-sash. The house has a pier found ation, brick cladding, and an aspha lt shingle roof with boxed eaves. A full ­
width , gable-roof addition clad with Hardy Plank extends from the rear (east). 

64. (C) 267 Larneuse Street 1940 Minimal Traditional 
One-stOJy, frame, three-bay-wide (ww-d-w) Min imal Traditional house. The left bay advances forming a shallow 
gable-front el l. Bay 2 is a fan light over 4-panel replacemen t door. Windows are 6/6 wood double-hung-sash and Ill 
aluminum double-hung-sash. The house has a pier foundation, aluminum siding, and an architectural asphalt shingle 
roof. A gable-roof wing extends from the right (north) side. Gab le and shed-roofed additions span the rear (west) 
elevati on. 

65. (C) 270 Lameuse Street 1896-1904 Foil< Victorian L-front 
One-story, frame, three-bay-wide (cutaway bay -d-w) hip roof Folk Victorian house. Bay I is an L-front which 
partially encloses the full -width porch . The porch has chamfered posts with a spi ndl ed balustrade and Bay 3 gab le . 
Ent ry is a !-light over 2-panel door wi th a 2- light transom. Wi ndows are 9/6 and 611 aluminum d-h-s with faux 
rnuntin s. Featu res include Eastl ake porch bracket and [ini al, gable pents, fish sca le shingles , and fanlight s in gab le. 
The house has a pier fo undation , nove lty siding, and a pressed metal roo f. A shed-roof addition spans the rear (east). 

66. (C) 27-t Lanu•usc Str-eet 1905-19 15 Vernacular Bungalow 
One-story, fra me, two-bay-wide (c ut away bay-del ) vernacu lar ga ble-front Bunga low with a fu ll-width hip roof porch 
suppo rt ed by tapered stone-faced co lumns on stuccoed pedestals . Bay 2 is a vinyl French repl acement door 
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su rmounted by a transom. Windows are III alu minum double-hung-sash. The house has a pier fou ndation, brick 
cladd ing, and a 3- tab asp halt sh ingle roof. A shed-roof carport supported by brick co lumns was add ed on the right 
(south). Other addi tions include a gab le-roof addi ti on also is on the right (south), and a shed roof addi ti on is on the 
rear (east). 

67. (C) 276 Lameuse Street 1923-1 92-t Biloxi Cottage 
One-st01y, frame, fo ur-bay-wide (w-d-d-w) Bilox i Cottage with an inset full-width porch supported by tapered 
columns on stuccoed piers. Bays 2 and 3 are modern doo rs with fa nl ights over fo ur pane ls, each with an enclosed 
transom. Wi ndows are 9/6 vi nyl double-hung-sash with faux rnuntins, 2/2 aluminum d-h-s, and lx I aluminum 
slid ing sash. Decorative fea tures include exposed rafte rs, gable brac kets, and a Pall adian ve nt in the gable end. The 
house has a brick pier fo undati on, novelty sid ing, and a 3-tab asphalt shingle roof. 

68. (C) 277 Lameuse Street 1940 Vernacu lar Bu nga low 
One-story, h·vo-bay-wide (www-d) . ve rn acular gable- front Bunga low wi th a full-width shed-and-gable roof porch 
supported by turned posts spanned by a spindled balustrade. Bay 2 is an entry with arched-leaded-glass over 2-panel 
sidel ights, the whole surmounted by an arched transom. Windows are 6/6 aluminum double-hung-sash with faux 
rnunti ns and shutters, !-light fixed aluminum sash, and an 80- light glass block. The house has a pier foundation, 
vinyl siding, and an architectural asphalt shingle roo f with boxed eaves. A full-width gable-roof addition is on the 
rear (west). 

69. (C) 280 Lameuse Street 1920 Craftsman Bunga low 
One-story, frame, three-bay-wide (ww-d-ww) Craftsman Bunga low with a side-gable jerkin head roof and an 
enclosed partial-width jerkinhead-roof porch supported by tapered columns on brick pedestal s. Bay 2 is a fanlight 
over 4-panel replacement door, with a shed-roof stoop supported by tapered co lumns on brick pony wall s. Windows 
are 4/4 and 6/6 vinyl double-hung-sash with fa ux muntins, and III vinyl d-h-s. The house has a brick pier 
foundation, clapboard wa ll s, and a 3-tab asphalt shing le roof with ex posed and decorative rafters. 

70. (C) 282 Lameuse Street 1960 N eo- Eclectic 
Two-story, concrete block, three-bay-wide (ww-d-ww) Nee-Ec lecti c hip roo f building with an inset, full-width 
porch supp011ed by Ioni c co lumns and spanned by a metal ba lustrade. Bay 2 is a IS-light wood door fl anked by !­
light fi xed aluminum fra me sideli ghts. Wi ndows are paired 12-l ight aluminum casement with lintels, hoods, and 
fa ux shutters. The build ing has a concrete slab foundati on; concrete block, brick veneer, and clapboard cladding; and 
a standing seam metal roo f. A two-story, concrete block, hip- roo fed addi tion extends from the rear (east) elevation. 

71. (C) 306 Lameuse Street 1920 Biloxi Cottage 
One-story, frame, four-bay-wide (ww-d-d-ww) Bi loxi Cottage with a full-wi dth gable porch supported by tapered 
co lumns on stuccoed pedestals. Windows are paired 6/6 aluminum double-hung sash with faux muntins. A brick 
chimney is on the left (north ) elevation, capped at the eave line. The house has a brick pier foundati on, clapboard 
siding, and a 3-tab as phalt shingle roof with ex posed rafters and decorati ve beams. 

72. (NC) 307 Lamcuse Street 1997 Nco-B un ga low 
One-story, three-bay-wide (ww-d-ww) gab le-fro nt Nee-Bunga low wi th a gable entry porch. Bay 2 is an oval­
leaded-glass over 2-panel door. Windows are 6/6 aluminum double-hung-sash with faux muntins and shutters. The 
house has a concrete slab foundati on, viny l sidi ng, and a 3-tab aspha lt shingle roof. 

73. (C) 308 Lameuse Street 1925 C raftsman Bungalow 
One-story, frame, three-bay-wide (w-d-ww) Craftsman gab le-fron t Bunga low with a full- width gab le roof porch 
supported by tapered co lu mns on stuccoed pedestals. Bay 2 is a !-light over !-panel door. Windows are pa ired 6/6 
aluminum doub le-hung-sash with fa ux muntin s. The house has a brick pier founda tion, Hardy Plank sidi ng, and a 3-
tab as phalt shingle roof. Rafte rs arc ex posed on the porch, and covered with a fascia in the bu ilding co re. [Photo 12] 

7-t. (NC) 309 La meuse Street 1997 Nco-llun galow 
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One-story. three-bay-wide (ww-d-ww) eo-Bungalow with a gab le enlly porch. Bay 2 is a 4-panel door. Windows 
are 6/6 aluminum double-hung-sash with faux muntins and shurters. The house has a concrete slab foundati on, vinyl 
sidi ng, and an as phalt shingle roo f \Vith wide eaves. shed roof add ition on the right (south-southwest) rear corne r. 
There is also a hip-roo fed addition on the rear (east) elevati on. 

75. (C) 312 Lamcuse Street 1952-1962 Vernacular Bungalow 
One-st01y, frame, three-bay-wide (w-d-ww) vernacu lar gable-front Bungalow with a full-width gab le roo f porch 
supported by a tapered column on a brick pedestal, a metal pole, and a square 2x4 post on a brick pedestal. Bay 2 is 
a replacement !-light over 2-pane l door. Windows are 9/6, 6/6, and 4/4 aluminum double-hung-sash with faux 
muntins . The house has a brick pier foundation , novelty siding, and an as phalt shingle roo f. 

76. (C) 314 Lameuse Street 1900 Ve.-nacular Bungalow 
One-story , frame, one-bay-wide (wwwww) vernacular gable-front Bungalow with an enclosed inset full-width porch 
incorporating a metal awning. Entry is in the left (north) side of the enclosed porch. Windows are 3/2 aluminum 
double-hung sash. The house has a brick pier fo undation, asbestos siding, and a corrugated metal roof. A shed-roof 
carport supported by metal poles is on the left (north) elevation, and a full-width gable-roof addit ion spans the rear 
(east). 

77. (C) 316 Lameuse Street 1890 Vernacular L-front 
One-st01y, frame, two-bay-wide (ww-ww) vernacular L-front house with an intersecting gable roof. The left bay 
advances forming a gable-front ell ; a hip roof porch, supported by decorative ironwork columns with decorative 
brackets, wraps arou nd the re-entrant angle. The main entry is an ova l-leaded-glass replacement door in the porch 
elevation of Bay I. Windows are 6/6 aluminum double-hung-sash with faux muntins and shutters. The house has a 
concrete block pier foundation, vinyl siding, and a pressed metal roof. Shed-roofed addit ions are on the rear (east) 
elevation. 

78. (C) 319 Lameuse Street 1920-1930 Vernacular Early 20th 
Century Commercial 

One-story, frame , one-bay-wide (d/dd) vernacular front-gable early 20th century commercial structu re . Primary 
elevation doors are a wood panel pedestrian entry and a corrugated metal double door vehicular entry . Windows 
were boarded over when the building was surveyed . The building has corrugated metal sid ing and a corrugated 
metal roof with exposed rafters. 

79. (C) 320 Lameuse Street 1884 Shotgun 
One-story, frame, one-bay-wide (w-d) vernacu lar hip roof Shotgun house with an inset full-width porch supported 
by decorative ironwork columns. Primary entry is a fanlight over four-panel rep lacement door. Windows are 6/6 
vinyl double-hung-sash with faux muntins. The house has a brick pier foundation , asbestos sid ing, and a corrugated 
metal roo f. A gable-roof ell addit ion is on the right (south) side, and a full-width gab le roof addition extends from 
the rear (east) elevation. 

80. (C) 322 Lameuse Street 1936-19-t8 Vernacular Bungalow 
One-story, frame, two-bay-wide (ww-d) vernacular gab le-front Bungalow with a full-width gab le porch supported 
by square posts and spanned by a picketed balustrade. Bay 2 is a door with 3 lights . Windows are paired 6/6 vinyl 
double-hung-sash with faux muntins . The house has a concrete block pier foundation , permastone and vinyl siding, 
and a 3-tab asphalt shingle roof. A gable roof ell additi on is on the left (north) elevation, and a full-width shed-roof 
add iti on spans the rear (eas t). 

81. (C) 325 Lameuse Street 1890 Shotgun 
One-story, frame, two-bay-wide (w-d ) vernacu lar hip roo f Shotgun with lateral wi ng, and an inset full-width porch 
supported by turned pos ts with decorative brackets and spanned by a turned balustrade. Bay 2 is a replacement door . 
Windows are 6/6 aluminum double-hung-sash with faux muntins. The house has a brick pier foundation, vinyl 
sid ing, and a pressed metal roof. A hed-roof add ition and shed-roo f carport arc on the left (so uth) side. 
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82. (C) 326 Lameuse Street 1956 Craft sman Bun galow 
One-story , frame , two-bay-wide (wd-ww) Craftsman Ve rmcular gab le-front Bungalow with a fu ll-width gab le roof 
porch supported by tapered co lumns on brick pedestals. Windows are paired and single 1/1 aluminum double-hung­
sash. The house has a concrete block pier foundation, novelty sid ing, and a pressed metal roof with exposed rafters. 

83. (C) 327 Lameuse St reet 1880 Shotgun 
One-story, frame, one-bay-wide (wd) vernac ul ar hip-roof Shotgun house with a full-width inset porch supported by 
metal posts. Primary entry is a 6-pancl replacement door. Windows are 2/2 aluminum double-hung-sash with faux 
shutters on the main facade. The house has a brick pier foundation, vinyl siding, and a corrugated metal roof. A 
shed-roof addition is on the right (north) side. 

8~. (C) 328 Lameuse Street 1958 Minimal Traditional 
One-story, frame , three-bay-wide (w-d-ww) Minimal Traditional side-gable house with a gab le roof entry porch 
supported by square pos ts . Bay 2 is a 6-panel replacement door. Windows are 6/6 vinyl double-hung-sash with faux 
muntins. The house has a continuous concrete foundation, novelty siding, and an architectural asphalt shingle roof. 
A full-wid th , gable-roof addition ex tends from the rear (east) elevati on. 

85. (C) 329 Lamcuse Street 1920-1925 Craftsman Bungalow 
One-story, frame, two-bay-wide (ww-d) Craftsman gable-front Bungalow wi th a partial-width gab le porch 
supported by decorative ironwork co lu mns spanned by a metal balustrade. Bay 2 is a 7-light Craftsman square motif 
door with 9-light Craftsman square motif sidelights. Windows are paired 6/6 and 8/ 1 wood double-hung-sash. The 
house has a brick pier foundation , clapboard siding, and a pressed metal roof with exposed rafters. A one story 
gable-roof addition and a two-story gable-roof addi ti on span the rear (west) elevation. 

86. (C) 330 Lameuse Street 1925-1935 Craftsman Bungalow 
Two-story, frame, three-bay-wide (ww-d-ww) Craftsman Vernacu lar gable-front Bungalow that has been elevated, 
and the resulting space enclosed. Bay 2 is an infilled door; primary entry is now in the left (north) side. Windows 
are paired 3/ 1 wood double-hung-sash with faux shutters, and 2/2 aluminum double-hung-sash in the lower level. 
The house has a concrete slab foundat ion, asbestos siding, and an asphalt shingle roof with exposed rafters. 

87. (C) 331 Lameuse Street 1895-1905 Vernacular Bungalow 
One-story, frame, one-bay-wide (wd) vernacular bungalow with a hipped roof and an inset full-widt h porch 
supported by decorative ironwork columns. Primary entry is a wood replacement door with an ova l leaded glass . 
Windows are 6/6 aluminum double-hung-sash with faux muntins . The house has a concrete block pier foundation, 
viny l siding, and a 3-tab asphalt shingle roof. A shed-roof ell add ition is on the rear right (north) side. 

88. (C) 334 Lameuse St reet 1925 Cra ftsman Bungalow 
One-story, frame, two-bay-wide (d-ww) Craftsman gable-front Bungalow with a full -width gable-and-shed roof 
porch supported by tapered columns on brick pedestals and spanned by a closed brick balustrade. Bay I is a fanlight 
over 4-panel replacement door with 6-1 ight square-motif sidelights. Windows are 4/4 and 6/6 viny l double-hung­
sash with faux muntins. The house has a concrete pier foundation, clapboard siding, and a 3-tab asphalt shingle roof 
with exposed rafters and Greek Key vents in the gable ends. 

89. (NC) 335 La meuse Street 1999 1 eo-Eclectic 
One-story, five-bay-wide (w-d-w-w-w) hip roof Neo-Eclcctic house with a full -width inset porch supported by 
square posts. 13ay 2 was boarded over when surveyed. Wi ndows are 9/6 and 6/6 aluminum double-hung-sash with 
faux shutters and iron security grills. The house has a concrete slab foundation; board and banen siding on the main 
fac;ade and brick veneer on the side elevations ; and a 3-tab asphalt shingle roof wi th wide eaves. 

90. (C) 336 Lamcuse S lrcct 191 5- 1925 Cra flsman Bunga low 
One-story, two-bay-wide (cl-ww) Craftsman gable-fro nt Bungalow with a panial-width gab le porch supported by 
framing . 13ay I is a rep lacement door with leaded-g lass sidelights. Windows arc paired 6/6 al uminum double-hung-
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sash wit h fa ux muntins. The house has a pier foundJtion , vinyl sidi ng, and a 3-tab asphJit shingle roof wi th 
decorative be:-tms and exposed rafters. A full-width shed-roof:-tdditio n spans th e rear (east) elevation. 

91. (C) 337 Lamcuse Street 1910-1920 Shotgun 
One-story , frame, two-bay-wide hip roof vernacu lar Shotgun house with an inset full- wid th porch supported by 
fra ming. Bay I is an addition. Windows are paired 2/2 aluminum double-hung-sash. The house has a pier 
founda ti on , vinyl siding, and an asphalt shingle roof. The main fa<;ade is imbalanced, with the door in the center, and 
a window offset ri ght (north) . Sanborns depict a Shotgun with rear ell. The fenestration is explained by the infilling 
of the reentrJnt angle. A shed roof addition also is on the left (south ) side, and a shed roof addit io n is on the rear 
(west) . [Photo 15] 

92. (C) 338 Lameuse Street 1920 Craftsman Bungalow 
One-story, frame, three-bay-wide (w-d-w) Craftsman gable-front Bungalow with a full-width gable porch supported 
by tapered co lumns. Bay 2 is a replacement door composed of a large leaded-glass panel in a wide wood frame, with 
pilasters, and leaded-glass sidelights. Windows are 616 vinyl double-hung-sash with faux muntins. The house has a 
brick pier foundation, asbestos siding, and a 3-tab asphalt shingle roof with decorat ive beams and exposed rafters . 

93. (NC) 339 Lameuse Street 2007 Katrina Cottage 
One-story, one-bay-wide (dw) gable-front Katrina Cottage with an inset full-width porch supported by Tuscan 
columns spanned by a picketed balustrade. Primary entry is a two-panel door. Windows are 2/2 vinyl double-hung­
sash with fa ux muntins. The house has a concrete block pier foundation , Hardy Plank cladding, and a pressed metal 
roof with a gable pent. 

94. (C) 340 Lameuse Street 1930 Craftsman Bungalow 
One-story, frame, two-bay-wide (d-ww) Craftsman gable-front Bunga low with a partial-width gable roof porch 
supported by tapered columns on brick pedestals, spanned by a metal awning. Bay I is a replacement door with a 
leaded-glass panel over 2 panel s and leaded-glass sidelights. Windows are paired and single 6/6 vinyl double-hung­
sash with faux muntins. The house has a brick pier foundation, clapboard siding, and a 3-tab asphalt shingle roof 
with exposed rafters covered by fascia. Two full-width additions are on the rear (east): one gable roofed, and one 
shed roo fed. 

95. (C) 343 Lamcuse Street 1935-1945 Vernacular Bungalow 
One-story, frame , vernacular gable-front Bungalow with a full-width gable porch supported by decorative ironwork 
columns spanned by a decorative ironwork balustrade. Entry is a leaded-glass panel door and leaded glass sidelights . 
Windows are 6/6 aluminum double-hung-sash, 6/6 vinyl d-h-s with faux muntins , and multi-light glass block. The 
house has a continuous concrete foundation , vinyl siding, and a 3-tab asphalt shingle roof with wide enclosed eaves. 
A hip-roof aluminum-sided camelback addition is on the building's rear. 

96. (C) 345 Lamcuse Street c 1880-1890 Creole Cottage 
One-story, frame, four-bay-wide (w-d-d-w) side-gable vernacular Creole Cottage with a full-width inset porch 
supported by sq uare posts spanned by a picketed balustrade. Bays 2 and 3 are !-panel replacement doors with !-light 
ovu lar transoms. Windows are 6/6 vi nyl double-hung-sash with fa ux muntins and shutters . The house has a brick 
pier foundation , vinyl siding, and an architectural asphalt shingle roof with closed eaves. A shed roof addition spans 
the rear (west) elevat ion. [Photo 16] 

97. (NC) 349 Lameuse Street 1966 Ranch 
One-story , frame, fou r-bay-wide (w-w-d-ww) hip roof Ranch House with a part ial-wid th gable porch supported by 
turned posts. Windows are 6/6 vinyl double-hung-sash with fa ux muntins and shutters. The house has a concrete 
slab foundation, brick veneer sid ing, and an asphalt shingle roof with wide eaves. A Oat-roof carport addi tion is on 
the rear (west) elevati on . 
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One-story, frame, ~ l odern gab le roof church wi th an inset partial porch. The ent ry is composed of a 1-1 igh t 
aluminum-frame double-door wi th !-light side light s, and surmounted by a I S-l ight lancet window that ex tends 
between the door linte l and the gab le peak. Windows are alumi num fixed fra me stained glass, wi th mosa ic ti le 
panels above and below. Decorat ive featu res incl ude iron crosses on th e main fa<;:ade and a be ll tower at the 
south west corner. The building has a concrete slab foundation, brick veneer claddi ng, and an asphalt sh ingle roof. 
[Photo 17] 

99. (C) 362Lameuse Strect 1955-1965 Ranch 
One-story, frame, three-bay-wide (ww-d-w) side gable Ranch house with an inset full-width porch suppo rted by 
decora ti ve ironwork co lum ns . Bay 2 is an ovular-l eaded-glass-panel within wood door. Windows are 1/ 1 alu minum 
double-hung-sash. Ironwork security grill es cover the windows and doors. The house has a concrete slab 
fou ndation, brick veneer cladding, and an architectural as phalt shingle roof with wide eaves. Four add iti ons are on 
the house 's rear (east) elevation, three full-width wi th a gabl e roof, and one partial-width with a gable roo f. 

I 00. (C) 364 Lameuse Street 1890-1895 Folk Victorian Shotgun 
One-story, frame, one-bay -wide (dw) hip roof Fo lk Victorian Shotgun house incorporating an inset full- width porch 
supported by turned posts with jig-sawn brackets. The entry has a !-light transom. Windows are 6/6 wood double­
hu ng-sash and 2/2 alum inum double-hung-sas h. The house has a brick pier foundati on, clapboard siding, and a 
corrugated metal roof. A full-width shed roof add it ion is on th e rear (east) elevation. [Photo 18] 

lOt. (C) 366 Lameuse Street 1890-1895 Folk Victorian Shotgun 
One-story, frame, one-bay-w ide (wei ) hip roof Fo lk Victori an Shotgun house incorporating an inset full-width porch 
supported by turned posts with j ig-sawn brackets. The entry is a 6-panel repl acement door with a !-light transom. 
Wi ndows are 6/6 wood double-hung-sash. The house has a brick pier fo undati on, novelty siding, and a corrugated 
metal roo f. A full- width gabl e roof addition is on the rear (east) elevation. 

I 02. (C) 368 Lameuse Street 1909-1919 Craftsman Bungalow 
One-story, fra me, three-bay-wide (ww-d-w) Craftsman side-gable Bunga low with a parti al-width gable roof porch 
supported by tapered co lum ns on brick pedestals spanned by screened framing. Bay 2 is a 9-l ig ht door, off set right. 
Windows are pa ired 4/ 1 and 6/6 double-hung-sash. The house has a pier foundati on, novelty siding, and a 3-tab 
as phalt shingle roo f with exposed rafters. Current fenestrati on and porch are an addit ion. The original structu re was 
a rectangul ar plan wi th full- width porch. [Photo 19] 

I 03. (C) 370 Lameuse Street 1910 Folk Victorian 
One-story, frame, two-bay-wide (d-ww) Fo lk Victorian gable-on-h ip roof house with an inset full- width porch 
supported by turned posts spanned by an Eastl ake frieze and brackets. Bay I is a 3-light over 2-panel door with a I­
I ig ht transom. Windows are paired 2/2 wood double-hung-sash. The house has a brick pier foundation, clapboard 
sidi ng, and a 3-tab asphal t shingle roo f with exposed rafte rs and a diamond window in the gable end . The southeast 
corner is an addi tion, enclos ing the re-entrant angle fo rmed by a rear wi ng that may have been original to the 
structure. 

104. (C) 372 Lameuse Street 1952-1962 Vernacular 
Two-story, fra me, two-bay-wide (w-d) gable-fro nt vernacular 3-un it apartment wi th a part ial -width , shed roofed 2-
story do uble ga ll ery supported by Tuscan co lumns on th e first floo r, and square posts spanned by a picketed 
ba lustrade on the 2nd. Windows are Ill vi nyl d-h-s. The bui lding has a concrete slab founda ti on, brick veneer 
claddi ng on the 1st noo r and alum inu m sid ing on the 2nd fl oor, and an asphalt shingle roof wi th wide eaves and a 
pent gable . 1\ wa lkway with louvered raili ngs is on the ri ght (south) side. 1\ brick chimn ey is on the left (north). 

I 05. (C) 37-' La rneu se S tr·eet 1920 C r·aft s rnan Bungalow 
One-story, frame, Craflsman gab le-front Bun galow with a parti all y enc losed full -width inset porch supported by 
brick columns. Windows are 8/ 1 wood doub le-hung-sash. Distinctive f..:at ures include sawtooth beams, exposed 
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rafiers , and paired S-light case ment wi ndows and a gridded ve nt in th e gable end. The house has a pier foundation, 
composi te wood sid ing. and an asphalt shingle roo f. A full-width shed roo fed porch addition is on th e rear (east) 
elevation. 

106. (C) 378 Lameuse Street 1910 Shotgun 
One-story . frame, two-bay-wide (d-ww) vernac ul ar hip roofed Shotgun with a full- wid th inset porch supported by 
square posts. Wi ndows are !/ I wood do uble-hung-sash with ironwork securi ty gri ll s. The house has a pier 
foundati on. clapboard sid ing, and an architectural as phalt sh ingle roof. A shed roo fed addition and a shed roo fed car 
port were added to the rear (east). 

107. (C) 380 Lameuse Street 189-t-1905 Vernacular Center Hall 
Two-story, frame, fi ve-bay-wide (w-w-d-w-w) hi p roo f vernac ul ar Center Hall house with a full- width hip roof 
porch supported by square posts spanned by a spindle frie ze. Bay 3 is a leaded light over !-panel repl acement door. 
Bays 2 and 4 are full-height 2/4 wood double-hung-sash windows. The remainder of the house's windows are 6/6 
wood d-h-s, and 6/6 and 9/6 vinyl d-h-s with faux muntins. The house has a pier foundati on, vinyl siding, and an 
as phalt shingle roo f. Multiple gable and shed roof additions were appended to the rear (east) elevation. 

Main Street 

I 08. (C) 367 Main Street 1948-1952 Craftsman Bungalow 
One-story , frame, three-bay-wide (w-d-w) Craftsm an Vernacul ar gable-front Bungalow with a partial-width gable 
roo f porch supported by tapered columns on brick pedestals and spanned by a decorative ironwork balustrade. Bay 2 
is offset right. Windows are 1/ 1 vinyl double-hung-sash with faux muntins. The house has a brick pier foundation, 
Hardy Plank siding, and a corrugated metal roof with exposed rafters . A full- width gable roof addition is on the rear 
(west) elevation. 

I 09. (C) 372 Main Street 1915-1925 Craftsman Bungalow 
One-story, fram e, three-bay-wide (ww-d-w) Craftsman Vernacular side-gable Bunga low with a partially-inset gable 
porch supported by decorative ironwork co lumns on brick pedestals. Bay 2 is a fanli ght over 4-panel door. Windows 
are 6/6 vinyl d-h-s, paired and singly. Distinctive features include decorati ve exposed rafters and a brick chimney 
near the northeast corn er. The house has a brick pier found ation , composite wood siding, and an architectural asphalt 
shingle roof. Shed roofed bays are on the ri ght (so uth) side, and a hip roof wing was added to the rear (east). 

110. (C) 375 Main Street 1904-1910 Queen Anne 
One-story, frame, three-bay-wide (w-d-ww) gable-on-hip roof Queen Anne house with a partially enclosed 
wraparound porch supported by turned posts with j igsawn brackets spanned by a picket frieze. Bay I is a shed roof 
addit ion. Bay 2 is a 6-panel repl acement door. Windows are 6/6 aluminum double-hung-sash with faux muntins. The 
house has a pier foundati on, vinyl siding, and a corrugated meta l roo f with decorati ve shingles in the gable end . 

Ill. (C) 379 Main Street 1900 Queen Anne 
One-story, frame, four-bay-\vide (w-w-d-cutaway bay) gable-on-hip Queen Ann house with a hip roofed 
wraparound porch supported by turned posts incorporating ji gsawn brackets, spanned by a turned balustrade and a 
spindle fri eze. Bay I is set back. Bay 3 is a !-light over !-panel door wi th !-l ight over !-panel sideli ghts, 
surmou nted by a transom. Windows are 2/2 alum inum double-hung-sash with fa ux muntins . The house has an 
elevated brick pier fo und at ion; clapboard sidi ng; and a pressed metal roof with cross gab les , all with pents and 
deco rative shingles in the gable ends. [Photo 2 1 J 

112. (C) 38-t Main Street 1937 i\ linimal Traditional 
One-story, frame, three-bay-wide (ww-d-ww) i'v linimal Tradi ri ona l. Bay 3 advances, forming a gab le-front e ll ; a 
corruga ted metal shed- roofed porch supported by decorati ve ironwo rk columns ·panned with an iro nwork ba lustrade 
fill s the re-ent rant angle. Wi ndows are 6/6 vinyl double-h ung-sash faux rn unti ns and metal awni ngs on the front 
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(ri ght) and ri ght (east). The house has a concrete block pier foundation, inyl siding, and an a phalt bingle roo f. 
Two additions are on the rear (ea t): one full-width with a shed roo f, and one offset right (south) with a gable roo f. 

113. (C) 387 :\lain Street 19~6 Vernacular Bun galow 
One- tory , frame, three-bay-wide (ww-ww-d) vern acular gable- front Bungalow with a partially-inset gable porch 
supported by brick columns and a decorati ve ironwork stair rail. Bay I is a shed roo f addition. Windows are II! 
vinyl double-hung-sash. The house has a concrete slab foundati on, brick veneer walls , and an architectura l asphalt 
shingle roo f with wide boxed eaves . The house faces south , paralkl to i'vlain Street. A second shed roof addition 
extends west from the north end of the west eleva ti on. 

II~. (C) 388 Main Street 1900-1910 C raftsman Bun ga low 
1.5-story, frame , two-bay-wide (wd-ww) jerkinhead roof Cra f't sman Bungalow with a hip roofed wraparound porch 
supported by tapered co lum ns on brick/stuccoed pedestals spanned by a picketed balustrade. Bay 2 is a door with a 
2-light transom. Bay 2 is a 2-light transom over an enclosed door. Windows are paired and single 1/1 , 4/1 , and 6/ 1 
wood double-hung-sash. The house has a brick pier foundation , clapboard cladding, and a pressed metal roof wit h 
boxed eaves , decorative brackets, exposed purli ns, and a brick chimney. 

115. (C) 390 Main St reet 1936-1948 Vernacular Bun ga low 
One-story, frame , two-bay-wide (ww-ww) ve rn acu lar gable-front Bungalow with a partia l-width inset porch 
supported by a square post. Ent ry is a replacement door in the porch right re-entrant (south), with a large, central 
ovula r leaded glass panel. Windows are 6/6 vinyl double-hung-sash with faux muntins. The house has a brick pier 
foundation , asbestos siding, and a 3-tab aspha lt sh ingle roof. A two-story addition spans, and extends beyond, the 
rear (east) elevation, and incorporates a carport at the ground level. 

116. (C) 391 Main Street c 1900 L-front 
One-slaty , frame , four-bay-wide (ww-wd-w-cutaway bay) gab le-on-hip roof L-front with a partially enclosed 
wraparound porch supported by turned posts. Bay I is a lateral wing. Bay 2 is a 6-panel replace ment door 
surmounted by a 2-light transom. Windows are 3/ 1 wood double-hung-sash and 6/6 viny l d-h-s wi th faux muntins . 
The house has a brick pier foundation , clapboard siding, and an aspha lt shingle roof with a sawtooth verge board in 
the gab le. A gable-roofed wing is on the left (south) side, and a shed-roofed addition spans the rear (west). 

117. (C) 394 'lain Street 1930-1940 Vernacular Bungalow 
One-st01y, frame, two-bay-wide (ww-ww) vernacular gab le-front Bungalow with an enclosed inset partial-width 
front porch . Primary entry is in the right (south) elevation. Windov<s are 4/4 and 6/6 viny l doub le-hung-sash with 
faux muntins, paired and singly . The house has a concrete block pier foundation , composite wood siding, and an 
asphalt shingle roof with exposed rafters capped by fascia board and a warne vent in the gable. A partial-width 
gab le roofed addition is on the rear (east) . A porch at the southwest corner was enc losed. 

118. (C) 395 Main Street 1910 Bungalow 
One-slaty, frame, three-bay-wide (d-wd-dw) hip roof bungalow with an inset wraparound porch addition supported 
by tapered columns on stuccoed pedestals, and turned posts . Bay I is setback. Bay 2 is a fan light over 4-panel door. 
Bay 3 door is enclosed. Windows are single and paired Ill and 6/6 vinyl d-h-s with faux muntins. The house has a 
brick pier found ati on, vinyl siding, and a pressed metal roof with exposed rafters . 

119. (C) 396 Main treet 1950 Minimal Traditional 
One-story , frame, three-bay-wide (w-d-ww) side gable Minimal Traditional with a full -width shed roo f porch 
supported by square pillars. Bay 2 is a 6-panel door. Windows are a picture window and single and paired 6/6 
aluminum double-hung-sash wi th faux shutters. The house has a concrete pier found ation, novelty siding, and a 3-
tab asphalt shingle roof. A shed roofaddition spans the rear (cast). The main fayade porch was added aflcr 1952. 
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One-story, frame, three-bay-wide (w-d-ww) side gab le Ranch house with a partial-width inset porch. Bay I 
advances, forming an el l: the porch, supported by decorati ve ironwork columns and spanned by an iron balustrade, 
fills the lefi front re-entrant angle. Bay 2 is a S-light fanlight over 4-panel door. Windows are single and paired 6/6 
aluminum double-hung-sash wi th faux shutters. The house has a concrete slab fou ndation, brick veneer claddi ng, 
and 3-tab as phalt shingle roof with vinyl siding in the gab le ends. 

8. Statement of Significance 

Applicable National Register Criteria 
(Mark "x" in one or more boxes for the criteria qualifying the property for National Register 
li st ing.) 

D 
D 
0 

D 

A. Property is associated with events that have made a significant contribution to the 
broad patterns of our history. 

B. Property is associated with the lives of persons significant in our past. 

C. Property embodies the distinctive characteristics of a type, period, or method of 
construction or represents the work of a master, or possesses high artistic values, 
or represents a significant and distinguishable entity whose components lack 
individual distinction. 

D. Property has yielded, or is likely to yield , information important in prehistory or 
history. 

Criteria Considerations 
(Mark ·'x" in all the boxes that apply.) 

D A. Owned by a religious insti tution or used for religious purposes 

D B. Removed from its ori gina l location 

D C. A birthplace or grave 

D D. A cemetery 

D E. A reconstructed building, object, or structure 

D 
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Harri son County, 
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D G. Less than 50 years old or ac hi ev ing signifi cance within the past 50 years 

Areas of Significance 
(Enter categori es fro m instructi ons.) 
ARCHITECTU RE 

Period of Significance 
1880-1965 

Significant Dates 

Significant Person 
(Complete only if Cr iterion B is marked above.) 

Cultural Affiliation 

Architect/Builder 

Section 8 page 24 



United States Department of the Interior 
Na lional Park Service I National Register of Historic Places Registrat ion Form 
NPS Form 10-900 OMS No 1024-0018 

Lameuse Street Historic District 

Name of Property 

Harrison County, 
Mississippi 
County and State 

Statement of Significance Summary Paragraph (Prov ide a summary paragraph th at includes 
leve l ofs igni~ica nce . app li cable cr iteri a, j ustifi cation fo r the period of significance, and any 
app licab le criteria considerati ons.) 

The Lamuese Street Historic District is significant under Criterion C for Architecture . 
The di strict exhibits building fo rms and sty les of loca l, regional, and nat ional importance. It also 
reflects residenti al development in Biloxi between 1880 and 1965, including periods of 
prosperity and population growth, when the demand for housing was high. 

Narrative Statement of Significance (Prov ide at least one paragraph for each area of 
sign ifi cance.) 

The Lameuse Street Historic District is located in Central Biloxi . The Hi storic Resources 
of Biloxi-Amended multiple property li sting defines Central Biloxi: 

Central is located north of Downtown East Central and is bounded by the Bac k Bay of 
Bilox i (north), Lee Street (east), the CSX railroad tracks (so uth) , and 1-110 and Keegan 
Bayou (west). Development in thi s area started on the Back Bay in the mid-19th century 
with construct ion of manufact uring facilities and worker ' s housing. In the lower part of 
the area streets were laid out and lots platted in the late 19th and early 20th centuries. 
Today the area retains many houses, as well as churches and commercia l buildings, from 
the 20th century. 1 

The development of the Lameuse Street Historic District is consistent with this history. 
Ava ilab le Sanborn maps reveal that the majority ofthe district was first included on the 1909 
map. They also revea l that the district has mainly been res idential from its initial development. 
While a few small businesses were once scattered within the di strict along Lameuse Street, the 
former Bellande Beverage Company at 3 19 Lameuse Street (l nv. 78, 1920-1930) is the only one 
of these buildings that is extant.2 By 1925, the di strict was we ll-established and has not changed 
substantially. The maps revea l that the Division Street commerc ial corridor -vvas originally a 
mi xt ure of dwellings and vaca nt lots until commerc ial development began between 1948 and 
1952 . 

Residential development of th e district also is reflected in the estab li hment of the 
church complex at the corner of Lameuse and Bradford streets. This complex is now known as 
Blessed Francis Xav ier See los Pari sh, and encompasses a church, rectory, and community hall 
(360 Lameuse Street, ln v. 98 , 1959) [Photo 17j . Sanborn maps retlect that a Catho lic Church, 

1 Nati onal Regis ter of Historic Pl aces. Hi stori c Resources of' 13i loxi-/\mended , 13 iloxi , Harri son County, 
l'vl ississ i ppi ,. 1400 I 152. 
~ Bcllande, Ray L. "Bi lox i Families: Bellande Fam il y: Pierre Bellande ( 187 1-1 933): Children." Biloxi Historica l 
Soc iety. Ray L. Be !Iande and Biloxi Archives, 5 May 20 12. Web. 29 June 20 12. 
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rec tory, and convent occ upied that si te by 1948. when it was known as St. John 's Cath olic 
Church. In 192 5, the lot is depicted intac t, occup ied only by a single residence, whi le St. John 's 
Cath oli c Church was located one block to the northeast at the intersection of Ma in and E. Bay 
View stree ts. 

A rchitecture 

The resources in the Lamuese Street Hi storic District illustrate the building fo rms and 
styles popular in Bilox i from 1880 to the mid-1 960s. 

The house at 345 Lameuse Street (ln v. 96 1880-1890) [Photo 16], illustrates an early 
vernac ul ar form popular in Biloxi 's res identi al architecture, the Creo le Cottage. The Creo le 
Cottage, introduced in the mid-n ineteenth century, is typified by its gable roo f, undercut ga llery 
and four-bay fa9ade with doors in the two central bays . The fo rm may have been influenced by 
Creo le building practices in Louisiana since Bilox i and South Loui siana formed a culturally 
di stinct zone separate from the Deep South .3 

The loca l vernacular building form known as the Bilox i Cottage is represented by four 
buildings: 758 Division Street (Inv. 3, 19 1 0)), 246 Lameuse Street (Inv. 53, 1915-1925), 276 
Lameuse Street (Jnv. 67, 1923-24) and 306 Lameuse Street (Jnv. 71 , 1920). The 
Bilox i Cottage is generall y characteri zed by a hip or gable-on-hip roo f, which, on the facade, 
extends outward from the building to create an undercut ga llery. The Biloxi Cottage features a 
fo ur-bay facade, most often pierced with two central doorways . The form is found in other areas 
of the Gulf Coast, but is labeled the Biloxi Cottage because of the concentrated numbers found in 
the city. The plan of the hip-roo fed form is generally fo ur rooms, with four fireplaces opening 
from a central flu e. The central chimney plan is not commonly found in the Deep South although 
there are precedents for the bas ic four-room plan. The Lombard House ( 1826) in ew Orleans 
presents all the features of the Bilox i Cottage that deve loped seventy yea rs later. 4 

The reg ional vernac ular form known as the Shotgun house is defin ed by " its narrowness . 
Most often three rooms deep, it is only one room wide."5 It is we ll represented in the Lameuse 
Street Hi stori c District. One prominent example is 364 Lameuse Street (Inv. I 00, 1890-1895) 
[Photo 18], which features Folk Victorian detail s, the turned posts with j igsawn brackets. The 
neighboring house at 366 Lameuse (lnv. I 0 I, 1890- 1895) is similar. Another shotgun vari ant 
found at 325 Lameuse Street (lnv. 81 , 1890) also has Fo lk Victorian details but also includes a 
lateral wing. The ori gin of the Shotgun house is complex with some hi stori ans pos iting a 
connection to Haitian and Afri can building traditions. Other hi stori ans suggest the fo rm is 
assoc iated with trappers' and fi shermen's shac ks. Perh aps the best conclusion is that 

' City of Bilox i. The Buildings of Biloxi: . In ,. /rchitectuml Sul'l'ey. Bi loxi : 
City of Bi loxi , 20 I 0. P. 30-31. 

4 
The Buildings of Biloxi. p.J I-31 

5 The Buildings of Biloxi. p. 34. 
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the shotgun house is probably a synthesis of these and other intlucnces, and can be seen 
as a syncretism. That is, the points of commonality between different house types known 
to different peoples. were retained when different types were brought together, thus 
forming something new.6 

The earliest shotgun houses in Biloxi date to the late 19th century and crossed socio-economic 
lines . Later in the 20th century, the shotgun became associated with lower class housing. 
especially for African Americans, ·' influenced by the cheaply built shotguns of the non-coastal 
Deep South."7 

In her discussion of national forms popular between 1850 and 1930, Virginia McAlester 
identifies a form she describes as '·Gable-Front-Wing Family" which developed from the Greek 
Revival gable front form when "an additional side-gabled wing was added at right angles to the 
gable-front plan to give a compound, gable-front-and-wing shape."8 A house form popular in 
Mississippi that from the exterior resembles the '·Gable-Front-Wing" in fact developed 
separately and is apparently not in the same family. Vicksburg has some of the highest-style 
ltalianate examples of this form , but it is common in a one-story vernacular adaptation in all 
railroad towns of the post-Civil War era. Richard Cawthon, retired Chief Architectural Historian 
for the Mississippi Department of Archives and History, adopted the term "L-front" to describe 
the form, since this phrase did not imply that the lateral wing was an addition and better 
explained the overall shape of the building. Surveys of Mississippi L-fronts have shown that the 
gable front "wing" is in fact an original feature; L-fronts almost uniformly have a traditional 
center-hall floor plan, with two rooms to either side, with the gable-front resulting in one larger 
front room that typically served as the parlor. The house at 270 Lamuese Street (lnv. 65, 1896-
1904) is a notable, ifunusual example. The house 

is square in plan, with the gabled projecting bay to the north and another gabled 
projection to the south that forms part of the gallery running between the two projections 
under the main roof. 9 

Vernacular and popular building types are distinguished from ·'polite" architecture in the 
history of Biloxi's architecture. According to The Buildings of Biloxi, 

Polite architecture is the province of the architect and professional designer, who 
consciously begin a building with both function and aesthetics in mind, but also with an 
eye on national trends of sty le and technique. 10 

6 The Buildings of Biloxi. p. 34. 
7 The Buildings of Biloxi. p. 34 . 
8 MeA lester, V irginia Savage. A Fie ld Guide to , /merican /louses, The Dejinitil•e Guide to Identifying and 
Understanding America 's Domestic .·lrchitecture . Rev. Ed. (New York, A I fred A. Knopf; 20 13 ). p. 138. 
9 The Buildings()( Biloxi. p. Ill . 
10 The Buildings of Biloxi, p. 39. 
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In the Lameu e Street Hi ·tori c Di strict, .. polite .. architecture re fl ects local interpretations of 
nati onall y popular styles, inclu ding the Queen nne style, popul ar among Bilox i resident dur ing 
the period da ting from 1880 to 19 1 0 and promoted 

through the new paper, plans, spec ifica ti ons and articles on archi tec ture appea ring 
freq uently: a ·Queen Anne Cottage ' was descri bed and illustrated in 1893 : ' An idea l 
home fo r people of limited means, price to be about two thousand dollars.' 11 

The tyle is characterized by steepl y pitched, irregular ly-shaped roofs; va ri ously sized single and 
grouped windows; a vari ety of decorati ve elements and siding types; and asymmetri ca l fa<;:ades 
with parti al or full-width po rches . The houses at 375 Ma in Street (ln v. 110, 1904- 19 10) and 379 
Main Street (l nv. Ill , 1900) [Photo 2 1] are loca l examples. The Queen Anne detailing is most 
prominently revea led in the j igsawn porch-post brackets and pindled fri ezes . 

The nati onall y popular architect-deve loped bunga low form is represented in the district. 
The house at 225 Lamuese Street (ln v. 39, 1930) [Photo 2) is described as '·an intriguing 
bungalow with a simple two-bay fa <;:ade. It is like a shotgun house in full bunga low rega li a. " 12 In 
Bilox i, the fo rm is characte rized by a gable roof, usually perpendicular to the main fa<;:ade, 
hallow roof pitch, gabled porches with wide overhangs and visible rafter ends, and ·" [B]y 1920, 

thi s type with its Craftsman sty ling was a dominant fo rm of new construction in Bilox i, not to be 
I , 

superseded fo r another twenty-fi ve years." o 

Many of the houses in the Lameuse Street Historic District reflect the widespread 
influence of the Craftsman style. The Craftsman style also began in Californi a and spread 
throughout the United States through popular magazines . Draw ing on the Engli sh Arts & Crafts 
movement, the Craftsman style became the most popular style for small houses in the period 
from 1905 to the 1930s 14 and continued to be popular in Biloxi until 1945 . The Craftsman 
influence on houses in the Lamuese Street Historic Distri ct is noted in The Buildings of Biloxi: 
An Architectural Survey, which identifi es six examples in the 200 and 300 blocks ofLameuse 
Street. Although some of these houses have been sli ghtly altered over tim e, the house at 262 
Lameuse Street (lnv. 6 1, c. 1938- 1948) retains a high-degree of integri ty. Typica l Craftsman 
deta ils are seen, including its 

prominent fro nt-gable roof ... matched by a full-width front-gable porch with tapered 
wood post supports atop brick piers. The fa<;:ade fea tures a single-li ght cottage door 
entrance that is fl anked two-over-one 1 ights as well a paired three-over-one double-hung 
sash window.15 

11 The Buildings of Biloxi, p. 42. 
12 The Buildings of Biloxi. p. I l l . 
11 The Buildings qj'Biloxi. p. 37. 
14 Virginia Savage McAlester. rl Field Guide to .·lmericonl/ouses, Tire Dejinitil·e Guide /o ldenlifying ond 
[ 'nders/anding A me rica 's Domes lie . lrchilecture. ( ew York: ;\ !fred A. Knopf, 20 13 ). p. 5 78 . 
15 The Ruildings of Biloxi, p. l l I . 
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The so le known examp le of an Art Deco-style building in Biloxi is located in the 
Lamuese Street Historic District. The Lighthouse Apostolic Church at 769 Division Street (Inv. 
5) [Photo 7] was built in I 940 for the United Nove lty Company. The term '·Art Deco" comes 
from the 1925 Paris Exposit ion Internationale Des Arts Decoratifs et Industria les, six month fair 
that drew 15 million vi itors with 15,000 exhibitors: artists , tashion designers, jewelers, furniture 
makers, sculptors and ceramicists. Art Deco architectural design is characterized by linear or 
angular compositions wi th the exteriors composed of"concrete, smooth-faced stone and 
metal ... simplified and streamlined, and a futuristic effect was often sought.'' 16 The United 

ove lty Company building exhibited Deco detailing seen in ' ·the rounded corners of the 
projecting central section, the rounded aluminum canopy over the entrance and the glass block 
windows." 17 Although slightly mod ifi ed for its current use as a church, the building continues to 
re fleet its Art Deco heritage. 

There are nine Ranch-style houses in the Lameuse Street Historic District. with four 
examp les built during the Period of Significance. Notable examples include the house at 335 
Haise Street (Inv. 24, 1948-1952) [Photo II]. The hip-roof with broad overhanging boxed eaves 
is a clear identifying Ranch feature . The house at 259 Lameuse Street (Inv. 60, 1954) also 
features a hip roof with broad boxed eaves as well as the attached carport, which are often seen 
in Mississippi. Although the ranch house originated in southern California, it became widely 
dispersed across the country after it was approved under FHA financing guidelines. With the 
growth of many southern and southwest cities following World War II , the ranch became 
"nearly ubiquitous" in those areas. 18 

Although the resources in the district are generally modest, they represent a compact and 
intact group ofbuildings that illustrate the development of Biloxi ' s Central area during the 
period of significance The buildings represent local , regional and national forms and local 
interpretations of nationally popular architectural styles at different times during the period of 
significance. They demonstrate the community's awareness of national trends and a desire to see 
the city ' s architecture reflect the best accepted design principles. 

The Registration Requirements for resources in Biloxi are set out in the Historic 
Resources of Biloxi-Amended (MRA). Requirements for residential resources are set out on p. 
65-66 . Requirements for commercial resources are set out on p. 69 . Requirements for civic 
resources are set out on p 73. 

There are five currently-listed National Regi ster historic di stricts in the city. The 
Downtown Biloxi Histori c District (N R, 1998) is composed of the hi storic commercial core of 
the city. The District, as currently-listed contains on ly commercial resources . An amendment in 
2015 included additional commerci al resources, governmenta l resources and some residential 
resources. 

16 John C. Po ppeliers and S. /\lien Chambers. Jr. IVhat Sty le Is ft . A Guide to 11111erican Ar chitec/1/l'e. Rev. Ed. ( ew 
York: John Wiley & Sons. Inc., 2003), p . 242 . 
17 

The Buildings ofBi/oxi. p.I 09. 
18 i\ lcA icster, p. 602 . 
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The Reynoi r Street Historic Di strict (N R, 20 15) i a compact coll ection of residential 
resources exhibiting building forms and styles of loca l and reg ional importance in 
the late 19th and early 20th century. While the Reynoir Street Hi storic District contains many of 
the same types of re sources found in the Lameuse Street Historic District, it is much more 
compact and developed over a shorter period of time. 

The West Beach Hi storic District (N R, 1984) consi sts almost exclusively of residential 
resources constructed in the late 18th and early 19th century and. 

illustrates Biloxi's prominence as a summer resort in the late-nineteenth and early­
twentieth centuries. Most of the homes in the area, which includes some of the city's 
finest Eastlake-in tluenced, Neoclassical Rev ivai , and Bungaloid residences, were 
developed by and for summer residents. 19 

Hurricane Katrina damaged many resources in the West Beach Historic District and the 
boundaries will be re-evaluated based on survey completed by FEMA and MDAH. 

The West Central Historic District (N R, 1984) consists of primarily residential resources . 
The resources along the beach represent summer homes, the area away from the beach represents 
a middle- to upper-class neighborhood. Hurricane Katrina damaged many resources in the West 
Central Historic District and the boundaries will be re-evaluated based on survey completed by 
FEMA and MDAH. 

The Biloxi Veterans Administration Medical Center Historic District (NR, 2002) is 
composed of the hi storic resources associated with a medical center operated by the Veterans 
Administration. 

19 ati onal Reg ister of Hi toric Places. West Beach Histori c District , Biloxi , Harri son County . ~li ss i ss ippi , 
# 198405 18 . 
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__ Loca l government 
__ Universi ty 

Other 

Sections 9-end p<1ge 3 1 



United States Department of the Interior 
National Park Serv1ce I National Register of Historic Places Reg istration Forrn 
NPS Form 10·900 OMS No 1024-0018 

Lameuse Street Historic District 

Narne of Property 

1 a me of repos itory: ------------------

Historic Resources Survey Num ber (if assigned):--------

10. Geographica l Data 

Acreage of Property 35.2 acres ______ _ 
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(e nter coord inates to 6 decimal pl aces) 
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The boundary of the Lameuse Street Hi storic District is shown on the accompanying map 
entitl ed '·Lameuse Street Historic District ." 

Boun dary J ustifi cation (Explain why the boundaries were se lected .) 

The boundary encompasses the intact and contiguous co llection of buildings in the Lameuse 
Street neighborhood that illustrate the popular building forms and styles in the 
community from the late l91

h to the mid-201
h century. 

11. Form Prepa red By 

name/title : Laura Thayer 
organization: FEMA, Principa l Investigator __________________ _ 
street & number: 200 Popps Ferry Road __________________ _ 
city or town'-: .,.B'-'-i,_,lo""x"'-i ___________ _ state: MS ___ zip code:39530 __ 
e-mail laura.thayer@ fema .dhs.gov 
telephone: 228-385-5402 
date: July 23, 20 13 ____________ _ 

Additional text by William M. Gatlin, MDAH Architectural Historian 

Additional Documentation 

Submit the foll ow ing items with the completed form: 

• Ma ps: A USGS map or equivalent (7 .5 or 15 minute se ri es) ind icating the property's 
location. 

• Sketch map for hi storic di stricts and properties hav ing large acreage or numerous 
resources. Key all photog raphs to this map. 

• Additional items: (Check with the SHPO, TPO, or FPO for any add itional items.) 
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Photographs 

Harrison County, 
Mississippi 
County and State 

Submit clear and descriptive photograp hs. The size of each image must be 1600x 1200 pixels 
(minimum), 3000x2000 preferred, at 300 ppi (pixels per inch) or larger. Key all photographs 
to the sketch map. Each photograph must be numbered and that number must correspond to 
the photograph number on the photo log. For simplicity, the name of the photographer 
photo date, etc . may be listed once on the photograph log and doesn ' t need to be labeled on 
every photograph. 

Photo Log 

Name of Property: Lameuse Street Historic District 

City or Vicinity: Biloxi 

County: Harrison State: Mississippi 

Photographer: Photographs 1- I I: William Gatlin , MDAH 
Photographs 12-22: Justin Heskew, MDAH 

Date Photographed: January 29, 2015 

Description ofPhotograph(s) and number, include description of view indicating direction of 
camera: 

I of22. 200 block of Lameuse Street, east side. Camera facing northeast. 

2 of22. 225 Lameuse Street. Camera facing west. 
3 of 22. 200 block of Lameuse Street, east side. Camera facing northeast. 
4 of22. 256-258 Lameuse Street. Camera facing east. 
5 of22. 200 block of Lameuse Street. Camera facing southeast. 
6 of 22. 700 block of Division Street, north side. Camera facing northwest. 
7 of22. 769 Division Street. Camera facing south. 
8 of 22. 300 block of Haise Street, east side. Camera facing northeast. 
9 of 22. 311 Haise Street. Camera facing west. 
I 0 of22. 330 Hai se Street. Camera facing east. 
II of22. 335 Haise Street. Camera facing west. 
12 of22 . 308 Lameuse Street. Camera facing northeast. 
13 of22. 300 block ofLameuse Street. Camera facing north. 
14 of22. 300 block of Lameuse Street, west side. Camera facing northwest. 
15 of22. 337 Lameuse Street. Camera facing west. 
16 of22. 345 Lameuse Street. Camera facing west. 
17 of22. 360 Lamcuse Street. Camera facing eas t. 
18 of22. 364 Lameuse Street. Camera facing northeast. 
19 of22 . 368 Lameuse Street. Camera fac ing east. 
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20 of22 . 300 bloc k ofLameu e Street, east side. Camera fac in g northeast. 
2 1 of22. 379 Main Street. Camera fac ing v est. 
22 of 22 . 300 block of Main Street, east side. Camera facing northeast. 

Harrison County, 
Mississippi 
County and State 

Paperwork Reduction Act Statement: This information is being collected for applications to the National Register of Historic 
Places to nominate properties for listing or determine eligibility for listing , to list properties , and to amend existing listings. Response 
to this request is required to obtain a benefit in accordance with the National Historic Preservation Act . as amended (16 U.S.C.460 
et seq .). 
Estimated Burden Statement: Public reporting burden for this form is estimated to average 100 hours per response includ ing 
time for reviewing instructions , gathering and maintaining data , and completing and reviewing the form . Direct comments regarding 
this burden estimate or any aspect of this form to the Office of Planning and Performance Management. U.S. Dept. of the Interior, 
1849 C. Street , NW. Washington , DC. 
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Section number _ _:.1-=.0 _ __ Page 

Latitude/Longitude Coordinates 

1 

Larneu e Street Hi sto ric Di trict 
Name of Property 

!=!~~:L~~-~-~~-~~_t_y_. __ ~J-~~!~~-~P.P.~ ------------------------------
county and State 

-~-~~-~~~!~-~-~-~.?-~-~~~~ -~!-~i~_<?_~!J!:-.~~~-~9) _________ ___ _ 
Name of multiple listing (if applicable) 

(Follow similar guidelincs for .:ntt:ring these coordinates as for cntcring liTM n.: fcrcm:cs dcscribcd on pago: 55. flow to Complete the 
.\'ational Register Registration Form . For propeni..::s lc s~ than I 0 acres. ent..::r the !at/ long coordinates for a po i Ill corresponding to the 
ccm..::r of the propen_ . r or propcrti..::s or I 0 or more acrcs. enter thr..::..:: or mor..:: points that correspond to the vertices of a pol) gon dnmn on 
the map. The polygon should approximately encompass the arca to be r..::gist..::rcd . /\dd additional points bdow. if ncc.:ssary.) 

Datum : WG 84 

I. Latitude: 30.408728 Longitude: -88.886452 

2. Latitude: 30.40853 1 Longitude: -88.885438 

3. Latitude: 30.407004 Longitude: -88.885328 

4. Latitude: 30.406189 Longitude: -88.885710 

5. Lat itude: 30.406047 Longitude: -88 .8864 78 

6. Latitude: 30.399960 Longitude : -88.886697 

7. Lati tude: 30.399466 Longi tude : -88.887012 

8. Latitude: 30.39970 I Longitude : -88.888693 

9. Latitude: 30.402693 Longitude : -88 .888693 

I 0. Latitude: 30.405737 Longitude : -88.889061 

I I . Latitude : 30.406151 Longitude: -88.88751 I 

12. Latitude: 30.408217 Longitude : -88 .887409 
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Name of Property 
Harri son County, Mississ ippi 
·--------- ------------------------------------- -----------------------------
County and State 
Historic Resources of Biloxi (Amended) 

·N-ame-o"f-n;-~-~~i-pie--lisiir19--(i"i -£;r;r;li_c_~_b_l_e_i ______________ _ 



 Contributing Structures  

 Non-Contributing Structures  

        District Boundaries  

        Photographs 

Lameuse Street Historic District 
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